
PCI Express® 3.0 Interposer
with CLKREQ# and SRIS Support 

167 mm (6.6”)

200 mm 
(7.9”)

The Teledyne LeCroy Gen3 Interposer with CLKREQ# and SRIS 
support provides a simple and easy-to-use way to probe PCI Express 
traffic between a host and PCIe® expansion card.  The interposer 
assures reliable data transmission while providing 100% capture of all 
data traffic flowing through the PCIe slot interface.  Connecting the 
interposer to a Teledyne LeCroy analyzer allows decoding and display 
of data flowing in both directions and across all lanes, and will display 
data traffic using the industry-standard CATC Trace™ data display, 
along with a wide range of traffic and error reports.

The Gen3 Active Interposer with CLKREQ# and SRIS supports data 
rates of 2.5, 5.0 and 8.0 GT/s, and is available in four configurations:  
x1, x4, x8 and x16.  Each configuration supports lesser lane widths 
(e.g., the x4 configuration supports x4, x2 and x1 through the x4 PCIe
connector mounted on the card, but cannot support greater than x4 
since the host slot connector is limited to x4).  

The Gen3 Active Interposer with CLKREQ# and SRIS support, in 
combination with a Summit Gen3-capable analyzer, provides the user a 
complete suite of test capability, including the ability to test products to 
the PCI Express 3.0 specification and allows testing of new low power 
modes supported through CLKREQ# and SRIS.

The new Gen3 Interposer with CLKREQ# and SRIS support is a 
powerful and versatile tool for all developers working with Gen3 PCIe
expansion cards.

Ordering Information

Product Description Product Code

Gen3 x16 Interposer with PE104UIA-X
CLKREQ# and SRIS support

Gen3 x8 Interposer with PE105UIA-X
CLKREQ# and SRIS support

Gen3 x4 Interposer with PE106UIA-X
CLKREQ# and SRIS support

Gen3 x1 Interposer with PE107UIA-X
CLKREQ# and SRIS support

Compatible Protocol Analyzers

Summit T3-16 (licensed as a PE050AAA-X
Gen3, x16, no probes/cables)

Summit T3-8 (licensed as a PE060AAA-X
Gen3, x8, no probes/cables)

Summit T34 (licensed as a PE080AAA-X
Gen3, x4, no probes/cables)

Analyzer Cables

iPass Y-Cable (for use with PE010UCA-X
Summit T3-16 and Summit T3-8)

X4-to-x8 Straight iPass Cable PE013UCA-X
(for use with Summit T34)

Specifications

Dimensions 167 x 200 mm 
(6.6” x 7.9”)

Link Width x1, x4, x8 or x16

Data Rates 2.5 GT/s (Gen1), 5 GT/s (Gen 2) 
and 8 GT/s (Gen3)

x16 configuration 
shown, also 
available in x8, 
x4 and x1



Gen3 Active Interposer with CLKREQ# and SRIS Interconnection Overview

1. Install the Interposer into the host system PCIe connector.

2. Install the PCIe expansion card under test (DUT) into the connector on the interposer.  Note that PCIe expansion 
cards with edge connectors smaller than the connector are inserted, the connection will negotiate to the lesser lane 
width.

3. Connect 12V DC using the AC adapter supplied with the interposer.  Make sure that the AC adapter is turned on.

4. Connect the Summit T3-16 Analyzer (or other compatible Teledyne LeCroy analyzer) to the interposer using one (for 
up to x8) or two (for x16) iPass Y-cables, as indicated in the diagram above.  The “A” connector goes to “Upstream”.

5. If testing SRIS, refer to the clock configuration tables in the manual to properly set the clocks.

6. Connect the analyzer to a host machine using the Ethernet or USB port on the back panel of 
the Summit analyzer.

7. Install the software on the host machine.

8. Power on the analyzer, then power on the host system.

9. Use the Teledyne LeCroy software application to monitor, record and view PCI Express
traffic in the PCI expansion card DUT system.

Connecting the Gen3 Active Interposer with CLKREQ# and SRIS

System Compatibility

Summit T3-16 
Summit T3-8 (1)

Summit T34 (2)

Summit T28
Summit T24

Summit T3-16 Analyzer (or 
other compatible Teledyne 
LeCroy analyzer)

iPass Y-Cables PE010UCA-X
One cable for x1 to x8, two for 
x16 (Connect “A” side to 
Upstream, “B” to Downstream)

A A

B B

Configuration
switches and 
clock inputs

B

12V DC from 
adapter 

supplied

Host Machine

(1) Compatible with x16 if using 
two Summit T3-8 systems.

(2) Compatible with x8 if using two 
Summit T34 systems.

PCIe Card Under Test

Host PCIe Slot

USB or Enet 
Connection

g3activeinterposerclkreq#
0715
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